
Instructions 
Presimo Pen Kit 

Tools Required 

 7mm Pen Mandrel

 Presimo Bushing Set

 10mm Drill Bit

 Barrel Trimmer (Optional)

 19mm x 19mm x 50mm Blank Size

Cutting and drilling the blank 

 Cut 19.05mm or larger pen blanks to the size of the brass 
tube (add 27mm for trimming).

 Drill a 10mm centre hole lengthwise through the blank.

 Spread the glue over the tube; insert the blank with a
twisting motion, to spread the glue evenly inside, centre the 
tube in the blank.

 When the glue dries, use a 10mm barrel trimmer to square 
the ends of the blank. Take the wood down to the brass tube.
Do not over trim or leave excess glue inside the tube since 
this may cause problems with the mechanism function.

 Either use a drill press with the blank secured in a vice or
clamp or use your lathe with a drill bit mounted into the 
tailstock chuck.

 To prevent cracking or chipping of the wood when the drill
bit exits the other end of the blank, stop drilling 3mm before 
the bit drill reaches the end of the blank and then trim the 
end of the blank using a saw to expose the hole.

Glue the brass tube into the blank 

 Using 200 grit sandpaper, lightly scuff the exterior of the 
brass tube to prepare it for gluing.

 Apply a thin layer of superglue or epoxy to the tube and 
insert the tube into the blank. Rotate the tube as you push it 
into the blank to spread the glue evenly – this must be done 
fairly quickly to avoid getting the barrel stuck before it’s
inside the blank.

 Position the tube inside the blank so that the wood extends 
beyond the tube on both ends to allow for trimming.

Pen assembly 

 NOTE: Layout finished parts according to Diagram A.

 Use a press, vice or clamp with wooden or plastic jaws to
prevent damaging the parts during assembly.

 Press the coupler into one end of the barrel.

 Press the end cap into the opposite end of the barrel.

Turning the blank 

 Place the bushings and the blank on the mandrel according to
Diagram B.

 Thread on the lock nut and hand tighten to hold all the items
in place.

 Slide the tailstock to the mandrel shaft. DO NOT overtighten, 
it could damage the mandrel. Lock in place.

 Turn the wood down and flush with the bushings using lathe 
tools.

 Sand the barrel gradually increasing the grades of sandpaper.

 Finish the wood with appropriate polish.

Fountain assembly 

 Inset the ink cartridge into the back end of the fountain nib 
assembly. Push in and squeeze on the cartridge to push the 
ink forward towards the nib.

 OR - when using the refillable ink pump, push the clear end of
the cartridge into the opening of the nib assembly until it 
clicks. Screw the inner shaft counter clockwise all the way
down inside the cartridge. Now, dip the nib into an ink bottle 
and slowly turn the shaft upwards (clockwise) to draw ink in 
until the reservoir is filled. Screw the nib assembly back into
the barrel.

 Screw the fountain nib assembly in the coupler.

 Screw the cap over the pen tip when it is not in use.

 The cap screws onto the nib end and it presses onto the end 
cap.

Rollerball assembly 

 Drop the spring, large end first, into the opening at the pen 
barrel.

 Remove the protective cap off the refill and insert it into the 
opening.

 Screw the cap over the pen nib when it is not in use.

 The cap screws onto the nib end and it presses onto the end 
cap.


